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Insulation Resistance ...............................................................................................................................................................1,000MΩ Min.
Withstanding Voltage ............................................................................................................................................... 500V AC-25 rms/min.
Contact Resistance.........................................................................................................................................................................30mω Max.
Current Rating ............................................................................................................................................................................................ 0.05A
Operating Temperature .............................................................................................................................................................-400C + 850C

Name Package Pitch Number of Pins PCB Mounting Method Plating Connector Types Remarks

IC326-071-1000 SSDIP 0.8mm 71 SMT Gold Plating --- ---

IC326-TOOL-1 --- --- --- --- --- Tool IC Insertion Tool

IC326-TOOL-2 --- --- --- --- --- Tool IC Insertion Tool
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Part Number Description
80020-40-01-K* 40 pin TSOP Without Alignment Pin, Non-RoHS compliant, 0.50mm, Surface Mount Socket.

980020-40-02-K-1 40 pin TSOP With Alignment Pin, non-RoHS, 0.50mm, Surface Mount Socket.
980020-40-02-K 40 pin TSOP With Alignment Pin, non-RoHS, 0.50mm, Surface Mount Socket.  

Tape & Reel, 250/Reel, or in smaller quantities.
980020-40-P1-K* 40 pin TSOP, Without Alignment Pin, RoHS Compliant/Lead-Free. 0.50mm, Surface Mount Socket.
980020-40-P2-K* 40 pin TSOP, With Alignment Pin, RoHS Compliant/Lead-Free. 0.50mm, Surface Mount Socket.
980020-48-P1-K 48 pin, TSOP, Without Alignment Pin/Lead- Free. Tape & Reel, 250/Reel. 0.50mm, Surface Mount Socket.
980020-48-P2-K 48 pin TSOP, With Alignment Pin, RoHS Compliant. Lead-Free. 0.50mm, Surface Mount Socket.

980020-48-02-K* 48 pin TSOP, With Alignment Pin. Non RoHS Compliant. 0.50mm, Surface Mount Socket.
980020-56-P1-K 6 pin TSOP, Without Alignment Pin, RoHS Compliant, Lead-free, 0.50mm, Surface Mount Socket
980020-56-P2-K 56 Pin TSOP, With Alignment Pin, RoHS Compliant, Lead-Free. 0.50mm. Surface Mount Socket.

980021-44-02-K* 44 Pin PSOP, with Alignment Pin, Non-RoHS Compliant, 0.50mm. Surface Mount Socket.
980022-56-01* 56 pin SSOP, Without Alignment Pin, Non-RoHS. 0.50mm. Surface Mount Socket.


