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Solder iron connection kit
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The BOFA solder tip kit connects to a soldering iron and extracts
harmful fumes directly from the source.

Technology

ProTECT service
plan

SureCHECK
quality standard

Application

• Hand soldering

Technical specification

1. 6mm stainless steel tube
220mm long

2. 6mm stainless steel tube
110mm long

3. Rubber tube to iron strap 4. 1 x clear plug

5. 2.5m of 9mm x 6mm
silicone hose

6. Small brass brush

https://bofainternational.com/en/contact/
https://bofainternational.com/en/portal/datasheets/solder-iron-connection-kit/


Tip kit connects to:

TVT2

T 1

T 15

T 30a

T 60

T 100

https://bofainternational.com/en/portal/datasheets/tvt2/
https://bofainternational.com/en/portal/datasheets/t1/
https://bofainternational.com/en/portal/datasheets/t15/
https://bofainternational.com/en/portal/datasheets/t30a/
https://bofainternational.com/en/portal/datasheets/t60/
https://bofainternational.com/en/portal/datasheets/t100/


Part numbers

Model Part number

Universal adjustable iron kit (non ESD) A1090025

Universal adjustable iron kit (ESD) A1090026

Datasheet correct at time of publishing.

Where applicable, the carbon used in BOFA units is capable of removing a wide range of VOC’s, however it is the responsibility of the user
to ensure the carbon is suitable for their application. For specific applications, please contact us for details.

Think before you print! Please consider the environment before printing this document.


